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PRODUCTS FOR THE REMOVAL OF PHOTOEMULSIONS FROM THE MESH 

  

POLISTRIP SOLUZIONE 
 

Code 161800 
 

Product for the recovery of non-catalyzed and non-varnished screens.  
 

PROPERTIES: 

 Chlorine-free 

 Suitable for both polyester and nylon meshes  

 Indicated for the removal of every kind of photoemulsion, provided that it has not 
been catalyzed and varnished 

 

PREPARATION: 
POLISTRIP SOLUZIONE is a ready-to-use product. It is recommended to shake the 
package before use. 
 

APPLICATION: 

 Apply the product on both sides of the screen through a sponge. The screen must 
have been previously cleaned from the traces of the ink used during printing. 

 Once the product has been applied, let it act during 5 minutes. 

 Absolutely avoid drying of the product before its removal. 

 Remove the product through a high pressure nozzle. 

 The screens, that have been treated with the products of the series POLISTRIP, 
must be subsequently degreased through specific cleansers (CLEANSER 100), 
before using them again. 

Package: 1, 5 and 20 Kg  
  

POLISTRIP POLVERE 
 

Code 161810 
 

Product for the recovery of non-catalyzed and non-varnished screens.  
 

PROPERTIES: 

 Chlorine-free 

 Suitable for both polyester and nylon meshes  

 Indicated for the removal of every kind of photoemulsion, provided that it has not 
been catalyzed and varnished 

 

PREPARATION: 
POLISTRIP POLVERE must be dissolved into demineralized water in a concentration 
between 3% and 5%. It is important to use demineralized water, since possible impu-
rities may alter the effectiveness of the product. In case that screens have to be re-
covered that have been washed several times (limited printings, but several drawing 
versions), it is recommended to use a “fresh” solution. 
 

APPLICATION: 

 Apply the product on both sides of the screen through a sponge. The screen must 
have been previously cleaned from the traces of the ink used during printing. 

 Once the product has been applied, let it act during 5 minutes. 

 Absolutely avoid drying of the product before its removal. 

 Remove the product through a high pressure nozzle. 

 The screens, that have been treated with the products of the series POLISTRIP, 
must be subsequently degreased through specific cleansers (CLEANSER 100), 
before using them again. 

Package: 0,1 Kg  
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POLISTRIP PASTA 
 

Code 161820 
 

Product for the recovery of non-catalyzed and non-varnished screens.  
 

PROPERTIES: 

 Chlorine-free 

 High photoemulsion removal power 

 Suitable for both polyester and nylon meshes  

 Indicated for the removal of every kind of photoemulsion, provided that it has not 
been catalyzed and varnished 

 

PREPARATION: 
POLISTRIP PASTA is a ready-to-use gel product. It is particularly indicated for the 
photoemulsion partial removal from screens (changes in the drawing, small correc-
tions of engraving mistakes). It is suggested to mix the product before using it. 
 

APPLICATION: 

 Apply the product on both sides of the screen through a sponge. The screen must 
have been previously cleaned from the traces of the ink used during printing. 

 Once the product has been applied, let it act during 5 minutes. 

 Remove the product through a high pressure nozzle. 

 The screens, that have been treated with the products of the series POLISTRIP, 
must be subsequently degreased through specific cleansers (CLEANSER 100), 
before using them again. 

Package: 1 and 5 Kg  
  

POLISTRIP LIQUIDO CONCENTRATO 
 

Code 161830 
 

Product for the recovery of non-catalyzed and non-varnished screens.  
 

PROPERTIES: 

 Chlorine-free 

 Suitable for both polyester and nylon meshes  

 Indicated for the removal of every kind of photoemulsion, provided that it has not 
been catalyzed and varnished 

 

PREPARATION: 
POLISTRIP LIQUIDO CONCENTRATO must be diluted with demineralized water in 
the following ratio: 1 part of POLISTRIP LIQUIDO CONCENTRATO and 25 parts of 
demineralized water. A mixture with a lower ratio than the indicated one must be 
absolutely avoided, since it may cause the gardening of the photoemulsion. It is 
important to use demineralized water, since possible impurities may alter the effec-
tiveness of the product. In case that screens have to be recovered that have been 
washed several times (limited printings, but several drawing versions), it is recom-
mended to use a “fresh” solution. 
 

APPLICATION: 

 Apply the product on both sides of the screen through a sponge. The screen must 
have been previously cleaned from the traces of the ink used during printing. 

 Once the product has been applied, let it act during 5 minutes. 

 Absolutely avoid drying of the product before its removal. 

 Remove the product through a high pressure nozzle. 

 The screens, that have been treated with the products of the series POLISTRIP, 
must be subsequently degreased through specific cleansers (CLEANSER 100), 
before using them again. 

Package: 1 and 5 Kg  
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IMPORTANT NOTE 
 

The information given in this technical sheet is not intended to be exhaustive 
and any person, using the product for any purpose other than that specifically 
recommended in this sheet without first obtaining written confirmation from us 
to the suitability of the product for the intended purpose, does so at his own 
risk.  
While we endeavour to ensure that all advice  we give about the product is 
correct, we have no control over either the quality or condition of the sub-
strate or the many factors affecting the use and application of the product. 
Therefore, unless we specifically agree in writing to do so, we do not accept 
any liability whatsoever or howsoever arising for the performance of the 
product or for any loss or damage arising out of the use of the product.  
The information contained in this sheet is liable to modification from time to 
time in the light of experience and our policy of continuous product develop-
ment. 

 

SPECIAL INSTRUCTIONS 
 

 Always test the characteristics of the products, before 
starting application.  

 
 

 
 
 
 
 
 

 


